
PRIORI XENON Undercabinet
Description
Interconnectable, 120V xenon undercabinet lights.

Features
• Selectable High/Low/Off switch
• Includes bi-pin G8 Xenon lamps
• Lasts three times longer than halogen
• Low-profile design - approximately 1” high
• Dimmable with most standard incandescent dimmers
• Direct hardwire installation with captive mounting screws

Mounting
Captive mounting screws and quick-access door; 1/2” knockouts on 
back and underside of fixture spaced every 3-7/8”

Applications
Under-cabinets, Task Lighting

Brushed Steel Dark BronzeWhite
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120V

Technical Information

Length 9-13/16” 14-1/2” 22-1/2” 32-1/8”

Finish WH BS DB WH BS DB WH BS DB WH BS DB

Voltage 120V AC, 60Hz

CCT 2700K

CRI 99+

Wattage 20W 40W 60W 80W

Lumens (up to) 82 75 75 170 155 155 258 235 235 346 315 315
Max Run 600 watts

Beam Angle 120°

Dimming 1-100% with most standard incandescent dimmers

Rating cULus Listed, dry locations

Rated Life 8,000 Hours

IndoorLinkable

Part Number A

043X-1 9-13/16”

043X-2 14-1/2”

043X-3 22-1/2”

043X-4 32-1/8”

PROJECT:

CAT:LOCATION:

TYPE:

1/2” knockouts located on back end and 
underside of fixture, spaced every 3-7/8”

3-7/8”

15/16”H

3-3/4”W

lens cover
magnet

appx 90˚

appx 30˚

Conduit connector

Knockouts

Keyhole slot

End connector 
cover
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LED COMPLETE 2 Undercabinet

Ordering Information

043X

PRODUCT LENGTH FINISH

ALC2 

WH = White
BS = Brushed Steel
DB = Dark Bronze

1 = 9-13/16”
2 = 14-1/2”
3 = 22-1/2”
4 = 32-1/8”

043X fixtures include:
(1) 3/8” Clamp connector
20W Xenon lamp(s)
Captive mounting screws

043X 2

Example Part # 043X-2-DB

DB

120V

Accessories

Image Part Number Length Finish Description

043A-6-EX-WH 6”

White LINKING CABLES FOR PRIORI SERIES UNDERCABINET LIGHTS
043A-12-EX-WH 12”

043A-24-EX-WH 24”

043A-36-EX-WH 36”

043A-6-EX-BK 6”

Black LINKING CABLES FOR PRIORI SERIES UNDERCABINET LIGHTS
043A-12-EX-BK 12”

043A-24-EX-BK 24”

043A-36-EX-BK 36”

043X-20BP 20W, 120V, BI-PIN G8 XENON REPLACEMENT BULB

Recommended Power Supplies

Image Part Number Description Finish Application Primary &
Secondary

043J-BR Hardwire junction box, (2) 3/8”cable 
clamp connectors

Dark Bronze
Dry location 120V AC

043J-WH White

043A-PC6-BK 6ft power cord with 3-prong grounded 
plug and Molex connector

Black
Dry location 120V AC

043A-PC6-WH White


