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Application

• For use to bring overhead electrical
service into buildings

Product Features

• Lightweight aluminum body con-
struction eases installation and pro-
vides corrosion resistance

• Plastic insulator snaps out easily for
quick cable insertion

Compliance

• – Standard 514B

Entrance Heads – Clamp Type For

Rigid/IMC or EMT – Aluminum

CATALOG TRADE SIZE UNIT SHIP UPC
NUMBER CTN. QTY. CTN. QTY. BAR CODE

2402         1/2” — 10
2403          3/4” — 10

2404           1” — 5
2405          1-1/4” — 10
2406          1-1/2” — 5

2408          2” — 5
2410          2-1/2” — 1 —
2412          3” — 1 —

2414          3-1/2” — 1 —

2416          4” — 1 —

A = Height
B = Width of clamp

C = Width of head
D = Depth of head

CATALOG A B C D INSULATING
NUMBER HOLE DIA.

2402          2-11/16” 2-1/4” 2-1/8” 2-37/64” 4 Holes 19/64” Dia.

2403 2-55/64” 2-1/4” 2-9/32” 2-63/64” 2 Holes 3/8” Dia.,
3 Holes 13/32” Dia.

2404 3-9/32” 2-39/64” 2-39/64” 3-3/8” 3 Holes 1/2” Dia.,
2 Holes 7/16” Dia.

2405 3-1/4” 3-3/32” 3-3/32” 4-7/32” 3 Holes 5/8” Dia.,
2 Holes 7/16” Dia.

2406 3 Holes 3/4” Dia.,
4-43/64” 3-3/4” 3-13/32” 5-3/32” 2 Holes 19/32” Dia.,

1 Hole 7/16” Dia.
2408 6” 4-1/2” 4-23/32” 6-19/32” 3 Holes 1” Dia.,

2 Holes 3/4” Dia.,
1 Hole 17/32” Dia.

2410 8” 5-13/16” 6-7/16” 9-57/64” 3 Holes 1-5/16” Dia.,
3 Holes 7/8” Dia.,
1 Hole 1” Dia.

2412 8-7/64” 6-3/8” 6-7/16” 10-1/64” 3 Holes 1-5/16” Dia.,
3 Holes 7/8” Dia.,
1 Hole 1” Dia.

2414 9-9/16” 7-7/64” 8-5/32” 13-1/16” 3 Holes 1-5/16” Dia.,
4 Holes 1-1/8” Dia.

2416 9-11/32” 7-61/64” 8-5/32” 13-7/32” 3 Holes 1-3/4” Dia.,
4 Holes 1-1/8” Dia.

ENTRANCE HEADS – CLAMP TYPE FOR RIGID/IMC OR EMT - ALUMINUM

DIMENSIONS


