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02853 02923

02953 04943

02493 02583

02723 04103 04703

Special	Order	Only

  Screw-In

	 02853	 1500w		120v	 12"	 12

  Screw-In Foldback 

	 02903	 2500w		240v	 11"	 12
	 02913	 3500w		240v	 13"	 12
	 02923	 4500w		240v	 14"	 6
	 02933	 5500w		240v	 14"	 12

  Screw-In Ripple Foldback 

	 02953	 4500w		240v	 14"	 6
	 02963	 5500w		240v		 14"	 3

  Universal Flange/Foldback

	 04943	 4500w		240v	 14"	 12
	 04963	 5500w		240v	 14"	 12

02152	 1500w		240v	Screw-In	 25

*  Camco Mfg., Inc. offers a limited lifetime warranty on our Lime Life elements  
used in residential water heaters and agrees to replace the element to the original 
purchaser if it ever proves to be defective in workmanship or materials (does not  
include labor costs to remove the defective element and install the replacement).  
Complete warranty available on request.

Better—Low Watt Density Elements 

Premium—Lime Life Water Heater Elements

Stock elements that end in 3 are skinpacked. To order items in bulk, change the last digit of the stock number to 2.  
Standard carton quantity for bulk elements is 25. See page 7 for Replacement Gaskets.

• UL & CSA listed  • Gasket included • Detailed instructions included with each packaged element  
• 1 year warranty • Low watt density (75+ watts per square inch)

  Screw-In

	 02463	 1500w	120v	 10"	 12

  Screw-In Foldback 

	 02493	 2500w	240v	 14"	 12
	 02523	 3500w	240v	 12"	 12		
	 02583	 4500w	240v	 12"	 12
	 02613	 6000w	240v	 16"	 12

  Duron® Foldback Elements
 1-3/8" thread screw-in style elements for the State 

Industries manufactured Duron® tank water heaters.  
Also used in Sears brand Duron® tank water heaters. 

	 02713	 3800w	240v		1-3/8"		 12"	 12
	 02723	 4500w	240v		1-3/8"		 14"	 12

  Flat Flange 

	 04103	 4500w	240v	 14"	 12

  Universal Flange 

	 04703	 4500w	240v	 14"	 12

   Minimum 
 Stock#  Description Tank Diameter Qty.

Our best immersion elements—with lifetime warranty*
• UL & CSA listed • Gasket included • Best when water has high mineral content • Withstands dry firing  
• Heats in lime and sand buildup that would burn out ordinary elements • Highest grade nickel and chromium incoloy  
• Ultra low-watt density (50 watts per square inch) 

   Minimum 
 Stock#  Description Tank Diameter Qty.
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