
4,000 RPM
DRYWALL SCREWDRIVER

LIGHTWEIGHT & ERGONOMIC.

COMFORTCOMFORT

Ergonomic Grip Design for increased 
user comfort

CONVENIENCECONVENIENCE

Depth Locator holder and bit tip
storage increases productivity and

efficiency

VISIBILITYVISIBILITY

Built-in L.E.D. Light illuminates
the work surface

POWERFUL 6.0 AMP MOTOR WITH 0-4,000 RPM DESIGNED TO HANDLE ALL
FRAMING AND HANGING APPLICATIONS

Lightest Drywall Gun in its Class at Only 2.9 lbs.

Ergonomically-designed Rubberized Pistol Grip for Comfort  

L.E.D. Light Illuminates the Work Surface

Adjustable Depth Locator Assembly With Sure-Lock™ Feature for Consistent
Screw Depth

makitatools.com

Model
FS4200

RELIABILITYRELIABILITY

Adjustable Depth Locator delivers 
consistent screw depth with 

“Sure-Lock” feature

Bit tip
storage

Depth locator
attaches
to tool



■ Mak-Bite™ professional #2 Phillips insert bit

(784313-A, 784313-A-10, 784313-A-100*)

*Cookie jar merchandiser

■ 3" long magnetic insert bit holder (for all 1/4" hex insert bits)

(784801-1)

All specifications subject to change without prior notice. All models and accessories subject to stock on hand.
NTF-1009-400  MA-0803-09 Makita U.S.A., 14930 Northam St., La Mirada, CA 90638 

Model FS4200
4,000 RPM DRYWALL SCREWDRIVER

Makita offers a wide variety of Drywall Screwdrivers accessories. For a complete listing, please refer to the
Makita General Catalog, visit our website at makitatools.com, or call 1-800-4MAKITA.

FEATURES & BENEFITSFEATURES & BENEFITS

STANDARD EQUIPMENTSTANDARD EQUIPMENT

■ Powerful 6.0 AMP motor with 0-4,000 RPM designed to handle all 
framing and hanging applications

■ Lightest drywall gun in its class at only 2.9 lbs.

■ Ergonomically-designed rubberized pistol grip for comfort 

■ L.E.D. light illuminates the work surface

■ Adjustable depth locator assembly with Sure-Lock™ feature for 
consistent screw depth

■ Cast aluminum gear housing for less weight and increased durability

■ Depth locator holder for convenient storage during framing 
applications

■ Convenient bit storage on base of grip reduces downtime 

■ Large variable speed trigger with lock-on button for continuous use

■ Metal reinforced belt clip for increased durability

■ #2 Phillips insert bit ( 784313-A)

■ Magnetic bit holder (784801-1)

Model FS4200

SPECIFICATIONSSPECIFICATIONS

Bit shank 1/4" hex
No load speed 0-4,000 RPM
AMPS 6.0
Overall length 11-1/8"
Net weight 2.9 lbs.
Shipping weight 4.4 lbs.
UPC code 0 88381 60087 3

OPTIONAL ACCESSORIESOPTIONAL ACCESSORIES


